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UOVision Outdoor Products
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UOVision LinkEye RF (amera System

LinkEye RF Camera System for the place without signal

Not Wifi, Not Cellular,
It’s Radio!

UOVision LinkEye private network:
* RF data rate: 30Mbps,

* Transmission distance 2-5KM

*Max to 16pcs slave cameras

o I



UOVision LinkEye RF Camera System

LUD0Vision LinkEye RF Camera System :

+Internet/4G network/Optical fiber
access(Connect the base station to transmit
data collected from the slave cameras to the
control center)

+Up to 16 Slave Cameras

+Transmission distance: Line-of-Sight >5km,
Mountain forest 1~3km

+Transmission up to 30Mbps, allows original
video and real-time video stream transmission
+Expandable devices optional(environmental
factor collectors, handy controller, walkie-
talkie etc.,)

+Wireless LinkEye network is of great
significance, and can easily meet the demands
for the areas that without telecom-operator’s
network
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UOVision LinkEye RF Camera System

To meet the demands for the places without signal coverage

*National Borders

*Customs Protection

*Prisons and detention
centers

*Critical facilities security

*Private homes
*Anti Poaching Task Forces

*Researchers world wide

*Wildlife protection organization



Voiceprint Recorder --For bird and wildlife audio recording

UOVision voiceprint recorder is a wildlife audio recording
equipment, specially designs to deliver quality sound

recordings of birds, frogs, and other vocal animals in the
wild. It also can be used for species recognition projects.

Voiceprint Recorder

+The device is IP68 waterproof design.

+2pcs High sensitivity Omni-directional MIC

+Frequency Response Range: 20HZ-24KHZ, (+/-)1-3dB
£16bit PCM, WAV files saved in SD card.

+Sampling frequency: 8/16/24/32/44.1/48/96KHz selectable.
+Sound Pick up distance: Up to 50m

+Recording Time: From 10s to 24h, adjustable.
+Recording Interval:0s to 24h.

+Support max to 512G SD card.

+4G version selectable.

+Power: 8 or 16 AA; or Li-battery pack. DC 9-24V,support
solar panel

Model: UVSW3
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Radar Camera --For cold-blooded reptiles monitoring

Cold-blooded Reptiles
Radar Trail Camera

Model: UVC2

UOVision radar camera is a cold-blooded reptiles monitoring
equipment, specially designs to deliver quality images and
videos of snakes, frogs and toads, turtles and tortoises,
crocodiles, alligators, salamanders and other cold-blooded
reptiles in the wild. It also can be used for study of living
habits of cold-blooded animals.

+\Wide design

£Radar detection range: 0.3m to 1.5m adjustable.
+Radar sensor sensitivity: 5 levels Adjustable.

+Two trigger mode: Radar trigger and time lapse
+Trigger time: 0.6s

+Radar trigger interval : From Os to 1hour adjustable.
+Support max to 512G SD card.

+Waterproof: IP68.

+Low power consumption, long battery life. Standby
current is less than 200uA.

+Power:8 or 16 AA; or Li-battery pack. DC 9-23V,support

solar panel .
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Ultimate 4G (amera

Ultimate 4G Camera

Model: UML2

+«32MP/24MP/16MP/8MP/5MP Image Resolution

+3K, 1080P Full HD Video with Audio

+4G LTE High Speed

+»Compatible with LinckEazi Cloud Platform

+«Transmit Thumbnails, support retrieving HD photo and Video
rVideo trigger< 0.6s

+3 Trigger modes: Motion, Time lapse, Motion + Time lapse
+Multiple Cloud Remote Control: Android and iOS APP
«Diagonal Field of View (FOV) 64° (16:9)

+Adjustable Hi-Power 940nm IR Flash(White Flash optional)
»Color Pictures by Day, Black and White by Night

+Date, Time, Moon Phase and Temperature Stamp on pictures
+Photo Burst 1-10

+«Time Lapse (3min-24h)

+4 Work Time

+SD Overwrite

»Excellent power management, much less power consumption
»Built-In 5000mAh rechargeable Lithium battery.

+Support 14V output Solar panel (Not included).
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Live Trap Alarm-4G

» Multi-Purpose Trap Alert
»4G LTE Wireless Network Compatible
Live Trap Alarm-4G +Free Mobile APP(Android & iOS)
»Call+App notification or transmit SMS+App notification
Magnet Trigger ~ +Daily Self Check Reports: Heartbeat (SMS/Call/App)
»Call and Listen to the spot voice
 Pull off Magnet Trigger
» Fast Alarm SMS/Call Response
»Long Stand-by Operating Time
»Operation Temperatures -25 ‘C...+60 C
»Wall Mount Fixation Threads
»Support 8mm Cable Lock
» Mounting Strap(included)
» Battery 4 AA(not incl)
»Small Size(9x11x5cm)
»Easy to Setup

Model: LTA-4G

LNEVision




4G LTE hunting cameras

Glory 4G LTE (Cloud Version)

Model: L4-E

+«20MP Resolution (16MP / 12MP / 8MP / 5MP / 3MP)
+1080P Full HD Video with Audio (HD 720P, WVGA)

+PIR Trigger Speed 0.6s

+4G LTE High Speed (3G / 2G compatible)

«Free LinckEazi Cloud Platform

+Free App(Android & iOS)

+»Multiple Cloud Remote Control Commands

+Max 30sec Send Video Length (5s5-60s)

»Diagonal Field of View (FOV) 58°

«Adjustable Hi-Power Invisible Black Flash (940nm)

«Color Pictures by Day, Black and White by Night

+Date, Time, Moon Phase and Temperature Stamp on pictures
+«Photo Burst 1-10

+PIR Delay 5s - 60min
+«Time Lapse (3min-24h)
«Up to 4 Work Time Settings
+2” Color LCD display
»Location Support
+»Maximum Silent Capture
+»SD Overwrite

»Battery 12 AA (not incl)
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4G LTE hunting cameras

Glory 4G LTE (Email Version)

Model: L4-E

+20MP Resolution (16MP / 12MP / 8MP / 5MP / 3MP)
+1080P Full HD Video with Audio (HD 720P, WVGA)

+PIR Trigger Speed 0.6s

+4G LTE High Speed (3G / 2G compatible)

+No Cloud Platform fee, No subscription fee

+Support Real Size Image & Video Sending to your E-mail
+Remote Control via SMS

+Diagonal Field of View (FOV) 58°

+»Adjustable Hi-Power Invisible Black Flash (940nm)
+Color Pictures by Day, Black and White by Night

+»Date, Time, Moon Phase and Temperature Stamp on pictures
+Photo Burst 1-10

+PIR Delay 5s - 60min

+Time Lapse (3min-24h)

+Up to 4 Work Time Settings

+2” Color LCD display

+»Location Support

»Resend after failure function

+Maximum Silent Capture, SD Overwrite

+»Battery 12 AA (not incl)
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4G LTE hunting cameras

+Easy to use. No need to do fussy setting
Easy Mail 4G LTE +20MP Resolution,1080P Video with Audio
«PIR Trigger Speed 0.6s
«4G LTE High Speed (3G / 2G compatible)
+No Cloud Platform fee, No subscription fee
+*Support Real Size Image & Video Sending to your E-mail
+Remote Control via SMS
»Diagonal Field of View (FOV) 58°
+Adjustable Hi-Power Invisible Black Flash (940nm)
+Color Pictures by Day, Black and White by Night
+Date, Time, Moon Phase and Temperature Stamp on pictures
«Photo Burst 1-10
«PIR Delay 5s - 60min
+«Time Lapse (3min-24h)
+Up to 4 Work Time Settings
+2” Color LCD display
i +»Maximum Silent Capture, SD Overwrite
Model: UM595-4G «Battery 12 AA (not incl)

MODEL NO..UM595-46
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4G LTE hunting cameras

Select 30 4G LTE

Model: UML3

+30MP Resolution (30MP/24MP/16MP/8MP/5MP)

«4K VIDEO, (4K/1440P /1080p/ 720p/WVGA/QVGA)

+PIR Trigger Speed <0.2s

«Diagonal Field of View (FOV) 58° (16:9 display)

+2"” Color LCD display

+Up to 4 Work Time Settings

+«Photo Burst 1-10

+PIR Delay Os - 60min

+Two trigger mode: PIR Trigger & Time Lapse

+«Time Lapse: 1min-24hours

+Adjustable Hi-Power Invisible Black Flash (940nm)

+Color Pictures by Day, Black and White by Night

+Date, Time, Moon Phase and Temperature Stamp on pictures
+Maximum Silent Capture

+»SD Overwrite

+Support up to 256GB SD card

«Battery 12 AA (not incl)/Support 6V-12V external power supply.

— T 3 3
e e e PR



4G LTE hunting cameras

Select 30 46 LTE-3

Model: UML3-S

+30MP Resolution (30MP/24MP/16MP/8MP/5MP)

«4K VIDEO, (4K/1440P /1080p/ 720p/WVGA/QVGA)
+UOVision SIM inside

+PIR Trigger Speed <0.2s

«Diagonal Field of View (FOV) 58° (16:9 display)

+2"” Color LCD display

+Up to 4 Work Time Settings

+«Photo Burst 1-10

+PIR Delay Os - 60min

+Two trigger mode: PIR Trigger & Time Lapse

+«Time Lapse: 1min-24hours

+Adjustable Hi-Power Invisible Black Flash (940nm)

+Color Pictures by Day, Black and White by Night

+Date, Time, Moon Phase and Temperature Stamp on pictures
+Maximum Silent Capture

+»SD Overwrite

+Support up to 256GB SD card

«Battery 12 AA (not incl)/Support 6V-12V external power supply.
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UOVision SIM MODEL: Compact 4G LTE-S

Compact 46 LTE-S

Model: UL1-S

»Easy Setup via APP or Computer

«LinckEazi Cloud Platform, Soft SIM inside

» Multiple Cloud Remote Control

»Cloud Mobile APP: Android and iOS

»20MP Resolution (16 MP / 12MP / 8MP / 5MP / 3MP)
»1080P Full HD Video with Audio (HD 720P, WVGA)
»PIR Trigger Speed 0.6s

»4G LTE High Speed (3G / 2G compatible)

Diagonal Field of View (FOV) 64°

»Adjustable Hi-Power Invisible Black Flash (940nm)
»Color Pictures by Day, Black and White by Night
»Date, Time, Moon Phase and Temperature Stamp on pictures
»Photo Burst 1-10

»Time Lapse (3min-24h)

»Up to 4 Work Time Settings

rLocation Support

» Maximum Silent Capture

»SD Overwrite

»Battery 8 AA (not incl)

»Compact Small Size with Camo Color |
P deddeits



Non-wireless hunting cameras

Select 30 Trail Camera

Model: UVL3

+30MP Resolution(30Mp/24Mp/16Mp/8Mp/5Mp)
+4K VIDEO, (4K/2.7K/1080P/ 720P/WVGA/QVGA)
+PIR Trigger Speed <0.2s

+Adjustable Hi-Power Invisible Black Flash (940nm)
+Flash Range up to 15m

+Diagonal Field of View (FOV) 58° (16:9 display)
+Color Pictures by Day, Black and White by Night
+2” Color LCD display

+Photo Burst 1-10

+PIR Delay Os - 60min

+Time Lapse (1min-24h)

+Up to 4 Work Time Settings

+Date, Time, Moon Phase and Temperature Stamp on pictures
+Maximum Silent Capture

+10 Languages

+SD Overwrite& Max. to 512GB SD card

+Battery 8AA (not incl)

+Wall Mount Fixation Threads

+Compact Size
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UAV Image, Audio and Video Acquisition System

UAV Data Acquisition System
Automated patrols in areas inaccessible to manual operations (e.g., forestry monitoring).

Data Acquisition Unit

+»Transmission Rate:
100Mbps(unobstructed environment with
120m distance)

+Max Power Consumption: <2.5W
+»Transmission Distance : 200meter
«Power Supply: 12V from E-Port of Drone
+Mount Bracket: Support DJI M350, DJI
Matrice 4 serials, support Customization

+Camera

+32MP, 3K video.

+Video trigger< 0.6s

+3 Trigger modes: Motion, Time lapse,
Motion + Time lapse

+Support 512 SD card

Model: UMD6 (Coming soon...)
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Linkeazi Cloud Platiorm

UOVISION SIM MODELS:

>SELECT 30 4G LTE -S (UOVision SIM)
>COMPACT 4G LTE -S (UOVision SIM)

STORAGE PLAN MODELS:
>COMPACT 4G LTE

>SELECT 30 4G LTE
>LIVE STREAM PRO

OPEN MODELS:

>GLORY LTE CLOUD
»UM785-4G CLOUD

Professional team for cloud developing
Support Customization

Help to develop your own cloud business

APP:Linckeazi(Apple store/Googleplay
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®m 14+ years of experience in hunting camera industry

@ Excellent R & D team and Know-how in image processing,
communication, leading optical technology

@ Flexible business approach supports custom customization
®m Strict quality control and stable supply system

B Flexible and fast after-sale service
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